
Alcatel-Lucent OmniTouch 4125
Compact Conferencing Module

The Alcatel-Lucent OmniTouch 4125 Compact Conferencing Module adds

high quality, easy-to-use audio conferencing capabilities to Alcatel-Lucent

IP Touch 8 Series Phones and Alcatel-Lucent 9 Series Digital Phones.

With the OmniTouch 4125 Compact Conferencing Module,

up to five local participants can collaborate with remote

participants while enjoying crystal clear and natural sound.

To help foster more creative exchanges, sound quality remains

consistently high even as participants move around the room.

• Plug and play audio conferencing

• Easy to connect – plugs into headset jack on Alcatel-Lucent
IP Touch 8 Series or 9 Series Digital Phones1

• Easy to use - no configuration required

• Uses existing phone line

• Easy switching between hands-free capability on Alcatel-Lucent
IP Touch 8 Series and 9 Series Digital Phones and the
OmniTouch 4125 Compact Conferencing Module2

• OmniSound®3 technology with full duplex, 360º ultra-sensitive
microphone and three built-in surround speakers transmits crystal
clear conference calls

• 15 levels of speaker volume and three levels of microphone
input sensitivity

• Increases collaboration and enables creative exchanges with
remote parties

• Enables spontaneous group brainstorming and problem-solving
sessions

• Reduces travel and administration time and costs

• Leverages the installed base of Alcatel-Lucent fixed-line
phones and advanced telephony features

• Enables high quality audio conferencing without additional
phone lines

1 Headset port is available on Alcatel-Lucent 4029, 4039 Digital Phones and IP Touch 4028, 4028 EE, 4038, 4038 EE, 4068 and 4068 EE phones.
2 This capability is available on Alcatel-Lucent IP Touch 8 Series Phones Extended Edition and Alcatel-Lucent IP Touch 8 Series Phones with serial numbers “3GV26xxx

xxJx” and Alcatel-Lucent 9 Series Digital Phones with serial numbers “3GV26xxx xxJx”.
3 The OmniSound® technology and brand are owned by Konftel AB and any use of these by Alcatel-Lucent is under license.

F E A T U R E S & B E N E F I T S



4288755 – EN – 05/2008 – Alcatel-Lucent Enterprise - 32, avenue Kléber 92707 Colombes - France - RCS Paris
B 602 033 185. Alcatel, Lucent, Alcatel-Lucent and the Alcatel-Lucent logo, are trademarks of Alcatel-Lucent.
All other trademarks are the property of their respective owners. Alcatel-Lucent assumes no responsibility for
the accuracy of the information presented, which is subject to change without notice. © 2007 Alcatel-Lucent.
All rights reserved. Photos: Getty Images - Printed in EEC on chlorine-free papere.

www.alcatel-lucent.com

T E C H N I C A L S P E C I F I C A T I O N S

CHARACTERISTICS

PHYSICAL CHARACTERISTICS

Size : diameter (in.) 9.1

Size : diameter (mm) 232

Weight (lbs) 1.5

Weight (g) 700

Color Urban grey

KEYPAD CONTROLS

Mute button Yes

Levels of speaker volume 15

Levels of microphone input sensitivity 3

AUDIO CHARACTERISTICS

OmniSound®3 technology Yes

Full duplex Yes

360° coverage Yes

Ultra-sensitive microphone Yes

Three build-in surround speakers Yes

Microphone reception area < 30m2

POWER AND CONNECTIONS

Power supply Power adapter with 6 meter (19.7 ft)
electrical cable, modular 4/4

Phone connection 6 meter (19.7 ft) connection cable, modular 4/4 and 3.5 mm (0.14 in) jack

ENVIRONMENTAL REQUIREMENTS

Recommended room conditions

• Reverberation time <0.5 sec

• Background noise <45 dBA

Temperature 5° C to 40°C (41°F to 104°F)


